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Montageanleitung 

Mounting instructions 

Instructions de mantage 

Instrucciones de mantaje 

Istruzioni di montaggio 

Montaj  Rehberi 
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+52 cm 

+16 cm 
+24,5 cm +24,5 cm 

   +32 cm 

+21 cm 
For flat roof  
material  
Without leal apron 

Before you start mounting the flashings please check the dimensions above, which show the ready mounted dimensions of the flashing. You have to add 
the dimensions of the flashing to the  dimensions of the solar-panel so you will get the ready mounted dimensions of the complete solar-systen. 
      This mounting instruction is vaid for corrugated and flat roof tiles (for flat roof-tiles the the frontparts are fabricated without aluminuum-apron!!) 

Ready mounted dimensions 



The middle frontpart (only necessary in the 
case of more than 2 panels) must be hooked 
on  the same roof batten as the left one. Then 
plug it into the left frontpart until the marked 
signs on the parts. 
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4,5X25 mm 

 
Start the mounting of the 
frontparts with the left 
one.Hook the frontpart 
in the roof batten above 
the added one and fix 
the frontpart with 4 
screvs. The holes for the 
screws are already drilled 
 

Before you start mounting of the frontparts must add an additional roof 
batten to stabilise the foreparts. The distance for this additonal roof 
batten please see in the picture above. 
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Please notice that the frontparts 
must be plugged until the signs 
before you fix the middle-frontpart 
with 4 screws through the already 
drilled holes. 

4,5X25 mm 
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After fixing the frontparts 
start the mounting of the 
panels. Start with the left 
one. Hook it into the 
frontpart and push the 
panel to the left until it fits 
like in the detailed picture 
5a showed 
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 5a 

Before you fix the panel, 
add two additional roof 
battens like in the picture 
showed. 
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Fit the right panel into 
the right front part like 
in picture 7a showed. 
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The next step is to mount the 
supporing bars for the left and 
the right lateral parts. Fit the 
supporting bars closely to the 
side of the panel and place it 
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Fix the left and the middle panel with 
2 fixation brackets like in picture 10a 
showed. The distance between the 
panels results through the width of 
the fixation brackets. 

Fit the middle panel into the 
middle front part like in 
picture 9a showed. 
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Fix the supporting bar with 
screws on every roof batten. 
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The next step is to mount the left and right lateralparts . Just fit them 
to the lower edge of the panel and clip it into the supporting bar. 
Details see in picture 16a. 

 16a 
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The mounting of the right lateralpart 
works in the same way as the left one. 
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After you have fitted the 
left lateralpart you must 
bend the small flap from 
the left frontpart up, 
until it is closed  with the 
left lateralpart. For 
details see the picture 
17a ! 
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Fix the left lateralpart with 3 fixation clips on the roof battens. 19 20 
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Fix the right lateralpart with 3 
fixation clips on the roof battens 
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 Hook the connection part into the panels profile and just put it down until it snaps         
into the profile of the supportingbar ( pict. 22a). Please note that the connection  
part must fit closely to the lower panel profile. 
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The next step is to mount the supporting bars for the backparts. Fit them 
closely to the backside of the panels. They must be placed that they are in the 
middle of the panel. Fix them with 3 screws on the roof batten. 
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Before you start with the mounting of the support plates and 
backparts, please mount 2 additional roof battens for the stabilisation 
and fixation of the backparts. 
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Before mounting the backparts  you must fit the support plates 
between the panels. They are just hooked in the supporting bars for the 
backparts and don’t have to be fixed now. Please note, that the support 
plates also must cover the connectionparts (please see pict. no.30a) 
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The mounting of the backparts starts with the right 
one. You have to fit it in the left lateralpart and hook it 
in to the supportingbar. Do not fix the backpart now. 
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4,5X25 mm 9 
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After all the backparts are fitted, they must be fixed with the covery-
plates and the support-plates. You will find 3 holes in them. In the 
upper hole the screw must be drilled into the roof batten. In the 
other 2 holes you find a winding, please connect the plates as in the 
next picture showed. 
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The fitting of the left 
backpart works in the same 
way like the left backpart. 
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M5X25 mm 
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4,5X25 mm 
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Fixation with rivets: You have to fix the left and the right backparts with 
rivets on the points shown in the picture. There are only holes in the 
covering parts so you have to drill that you can place the rivets. 

Finally form the aluminium apron to the contures of the tiles like in 
the picture showed. PLEASE NOTE, that the roof must be clean to fix 
the apron ! 

Around the lateral-and 
the backparts place 
foam-gaskets like in the 
picture showed. 
Only necessary in the 
case of corrugated roof 
material!! 
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Ø4,5 
Ø 0,18” 



Right lateralpart 

Left frontpart Right  frontpart 

Left lateralpart 
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4 3 
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Right backpart Left backpart 

Support plate for backparts Connection part 
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Sheet &collector holder Covery plate for backparts 
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